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ABEREVIATIUNS

DESIGN TEAM

GRAPHIC KEY

DFCM DESIGN AND CUDE CRITERIA

Reference to materials or methods have been made

on the drawings in accordance with the following abbreviations:

BD
BITUM.
BLDG
B.M.
B.O.
BRG.
BTWN.
CER.
CJ
CLG.
CLR.
CMU
COL.
CONC.
CONT.

CONST.
COORD.

CTJ
DBL.
DPW
DIA.
DPG
DTL.
DWGS.
EA.

EJ
ELEV.
EQ.
E.S.
EXIST.

EXPAN.

EXT.
E.W.C.
F.D.
FDN.
F.E.
F.E.C.
F.F.
FIN.
FLR.
F.L.
FTG.
GA.
GALV.
GF-CI

GF—Gl

G.l.

GND.
GOVT.
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FEET
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AND

AT

DIAMETER
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ABOVE FINISH FLOOR
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AMERICAN SOCIETY FOR
TESTING MATERIALS
AUTOMATIC TRANSFER
SWITCH

BOARD

BITUMINOUS

BUILDING

BENCHMARK

BOTTOM OF

BEARING

BETWEEN

CERAMIC

CONSTRUCTION JOINT
CEILING

CLEAR

CONCRETE MASONRY UNIT
COLUMN

CONCRETE

CONTINUOUS
CONSTRUCTION
COORDINATE
CONTRACTION JOINT
DOUBLE

DIRECTOR OF PUBLIC WORKS
DIAMETER

DUGWAY PROVING GROUND
DETAIL

DRAWINGS

EACH

EXPANSION JOINT
ELEVATION

EQUAL

EACH SIDE

EXISTING

EXPANSION

EXTERIOR

ELECTRIC WATER COOLER
FLOOR DRAIN
FOUNDATION

FIRE EXTINGUISHER

FIRE EXTINGUISHER CABINET
FINISH FLOOR

FINISH

FLOOR

FLOW LINE

FOOTING

GAGE
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CONTRACTOR INSTALLED
GOVERNMENT FURNISHED
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GROUND

GOVERNMENT

GWB.

GYP. BD.

HC.
HDW.
H.M.
HORIZ.
HR.
HT.
HVAC

HYD
I.D.
INFO
INSUL.
LAV.
LT.
MATL.
MAX.
MECH.
MFR.
MIN.
MISC.
M.O.
MTL.
NIC
NO.
N.T.S.
0.C.
0.D.
O.H.
OPP.
PART.
PERP.
PL.
PNTD.
PSI
R.D.
RAD.
REINF.
REQ'D
RET.
REV.
RM.
R.O.
SCHED.
SHR.
SHT.
SIM.
SPEC.
STD.
STR.
SUSP.
THRU
T.0.
T.0.A.
T.0.C.
T.0.F.
T.0.S.
T.0.W.
TYP.
VERT.
VEST.
w/
WD

GYPSUM WALL BOARD
GYPSUM WALL BOARD
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HARDWARE
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LIGHT
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SHEET
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APPLICABLE CODES
Year Year

International Building Code =~ 2006 National Electrical Code ___2006
International Mechanical Code ___N/A___ Uniform Code for

International Plumbing Code ~ __2008 __ Building Conservation _N/A
International Fire Code _NL ADA Accessibility

International Energy Guildelines _NL
Conservation Code _NL

A.  Occupancy and Group: __N/A

Change in Use: Yes N/A No

Mixed Occupancy: Yes N/A  No

Special Use and Occupancy (e.g. High Rise, Covered Mall): NO

Seismic Design Category: _N/A Design Wind Speed: N/A mph

C.  Type of Construction (circle one):
I I I I m m v "4 "4

A B A B A B HT A B

D. Fire Resistance Rating Requirements for the Exterior Walls based on the fire

separation distance (in hours):
North: N/A South: N/A East. N/A West: N/A
E.  Mixed Occupancies: _ NO

Nonseparated Uses: NO

F: Sprinklers:

Required: _ NO Provided: _ NO
__ Building Height: N/JA

H:  Actual Area per Floor (square feet): XX

G: Number of Stories:

I: Tabular Area: XX

J: Area Modifications:

YA = A+ Acde 1A l,=100 F 0.25 W
a = = —_— . J—
a 1100 100 f P 30

b) Sum of the Ratio Calculations for Mixed Occupancies:

Actual Area <

Allowable Area
c) Total Allowable Area for:

1) One Story: -

2) Two Story: A,(2)__—

3) Three Story: A,(3)_—

Type of Sprinkler System: NONE

d) Unlimited Area Building: Yes No X Code Section: _N/A
K. Fire Resistance Rating Requirements for Building Elements (hours).
Element Hours As:sernbly Element Hours AS’?er"bly
Listing Listing
Exterior Bearing Walls 0 — Floors - Ceiling Floors 0 —
Interior Bearing Walls 0 - Roofs - Ceiling Roofs 0 -
Exterior Non-Bearing Walls 0 — Exterior Doors and Windows 0 —
Structural Frame 0 — Shaft Enclosures N/A -
Partitions - Permanent 0 - Fire Walls 0 —
Fire Barriers 0 - Fire Partitions 0 -
Smoke Partitions 0 -
L.  Design Occupant Load: _XX
Exit Width Required: _XX Exit Width Provided: _ XX
M. Minimum Number of Required Plumbing Facilities:
a) Water Closets - Required (m) __ XX (f) _XX _ Provided (m) __ X (f)_X
b) Lavatories - Required (m) _ XX (f) _XX Provided (m) _ X (f)_X

c) Bath Tubs or Showers: XX
d) Drinking Fountains: XX Service Sinks: XX

FOOTNOTES:

1)

2)

In case of conflict with the U.S. Department of Justice Federal Registers Parts I
through ¥ - ADA Guidelines and specific reference to the International Building
Code Accessibility Chapters, the more restrictive requirement shall govern.

Additional Code Information shall be provided at the discretion of the Building
Official for Complex Buildings. Including, but not limited to:

a) High Rise Requirements.

b) Atriums.

c) Performance Based Criteria.

d) Means or Egress Analysis.

e) Fire Assembly Locator Sheet.

f) Exterior and Interior Accessibility Route.

g) Fire Stopping, Including Tested Design Number. 5
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LEGEND ) GENERAL NOTES ) REFERENCE NOTES State of Utah

1. GENERAL CONTRACTOR IS RESPONSIBLE FOR 7. ALL EXISTING CONCRETE AND ASPHALT <> PROJECT LOCATION s ~ )
7/ CONTRACTOR STAGING AREA REPLACEMENT OF ANY SIDEWALK, CURB & PATHWAYS TO REMAIN OPEN TO PEDESTRIANS Department of Administrative Services
2 GUTTER, ASPHALT, LANDSCAPING ETC. DISTURBED AND VEHICLES AT ALL TIMES DURING <Z>> GENERAL CONTRACTORS STAGING AREA
OR DESTROYED DURING CONSTRUCTION. CONSTRUCTION <:> EXISTING CONCRETE AND ASPHALT PATHWAYS TO REMAIN OPEN TO e s c1egs
PARKING CONTRACTOR PARKING AREA 2 CONTRACTOR SHALL MAINTAIN EMERGENCY AND PEDESTRIANS AND VEHICLES AT ALL TIMES DURING CONSTRUCTION DIVISIQH Of FaCIhtleS
: 8. GENERAL CONTRACTOR SHALL PROVIDE SELF Construction & M t
EEE'{EGVEB'?J.‘EB?NSSCEES é&l L%@“gﬁ% chéléL CONTAINED TOILET FACILITIES AS PER <4>> GENERAL CONTRACTORS PARKING AREA 4?{1(8) féltC %O%ff alllglgﬁllél,eﬂ
SPECIFICATION DURING CONSTRUCTION. ate Office Building
DUMPSTER]  CONTRACTORS DUMPSTER LOCATION EXISTING DRIVE APPROACHES TO REMAIN CLEAR AT ALL TIMES :
3. GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING <> D Salt Lake City, Utah 84114
PROJECT LOCATION SITE CONDITIONS PRIOR TO BIDDING. <€> EXISTING SIDEWALKS TO REMAIN CLEAR AT ALL TIMES Phone: (801) 538 - 3018
4, GENERAL CONTRACTOR SHALL PROTECT EXISTING <Z>> EXISTING AREA OF LANDSCAPING NOT TO BE DISTURBED Fax: (801) 538 - 3267
BUILDING FROM DAMAGE DURING CONSTRUCTION. GENERAL CONTRACTOR SHALL PROVIDE SELF CONTAINED TOILET . .
5. EXISTING DRIVE APPROACHES TO REMAN CLEAR FACILITIES AS PER SPECIFICATION DURING CONSTRUCTION. D | Internet: http://www.dfem.state.ut.us
AT ALL TIMES <> GENERAL CONTRACTOR SHALL DISCONNECT EXISTING IRRIGATION
6. ALL EXISTING SIDEWALKS TO REMAIN CLEAR AT SYSTEM AT STAGING LOCATION AND DUMPSTER LOCATION THAT ARE
ALL TIMES SHOW IN AREA OF EXISTING LANDSCAPING. UPON COMPLETION OF

ROOFING PROJECT, GENERAL CONTRACTOR SHALL REMOVE EXISTING
SOD AT DUMPSTER LOCATION AND STAGING LOCATION AND REPLACE
WITH NEW SOD. GENERAL CONTRACTOR SHALL RECONNECT EXITING
IRRIGATION SYSTEM AND REPLACE ALL BROKEN SPRINKLER HEADS
AND PIPING WITH SAME MATERIAL.
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REFERENCE NOTES State of Utah

REMOVE EXISTING PRE-CAST CONCRETE FEATURE Department of Administrative Services

STRIP (TYP). WHERE INDICATED BY DOT HATCH

PATTERN. . el
<2>> REMOVE ALL EXISTING ASPHALT PAVERS THIS AREA. Division of Facilities

BELOW EXISTING ASPHALT PAVERS IS A SECOND Construction & Management

LAYER OF 4" ASPHALT PAVING TO BE REMOVED. 4110 State Office Building

GENERAL CONTRACTOR SHALL REGRADE EXISTING SOIL :

AS REQUIRED FOR NEW WALKING SURFACE SYSTEM [ Salt Lake City, Utah 84114

AND NEW SLOPES. Phone: (801) 538 - 3018
< 3>> REMOVE EXISTING PRE-CAST CONCRETE WALL CAP. Fax: (801) 538 - 3267

WHERE INDICATED BY CROSS HATCH PATTERN.

D Internet: http://www.dfcm.state.ut.us

<‘> EXISTING PRE-CAST CONCRETE FEATURE STRIP TO

REMAIN. GENERAL CONTRACTOR SHALL PROTECT FROM
DAMAGE DURING CONSTRUCTION AS NEEDED.

<5> EXISTING STAIR HANDRAIL PIPE COLUMN TO REMAIN
UNDISTURBED. GENERAL CONTRACTOR SHALL REMOVE
ALL CONCRETE AROUND BASE OF PIPE RAILING
SYSTEM. GENERAL CONTRACTOR SHALL PROTECT FROM
DAMAGE DURING CONSTRUCTION.

@ EXISTING PLAZA DRAINS AND DRAIN PIPING TO BE
REMOVED.

<> EXISTING PLAZA PAVERS TO REMAIN UNDISTURBED.
GENERAL CONTRACTOR SHALL PROTECT EXISTING
PLAZA PAVERS FROM DAMAGE DURING CONSTRUCTION
AS NEEDED.

Utah Valley
State College
Orem, Utah

EXISTING MANHOLE COVER TO REMAIN. GENERAL CREATED BY: P+A architects
CONTRACTOR SHALL MODIFY TO OF MANHOLE AS

=3 @ @ @ @ @ REQUIRED TO BE FLUSH WITH TOP OF NEW WALKING :
(5 SURFACE. P+A architects
. . . . . <9>> EXISTING CONCRETE STAR SYSTEM TO REMANN 821 East Kensington Ave.
30-0 30-0 30-0 30-0 30-0 UNDISTURBED DURING CONSTRUCTION. GENERAL Salt Lake City, Utah 84105
CONTRACTOR SHALL PROVIDE PROTECTION FROM P: 801.484.1161 —_—=
| | i | | - DAMAGE AS NEEDED F: 801.485.4640 o - --l
v v €-mall parcnitects(@comcast.ne
" SPARKS EXISTING CONCRETE WALL AND MONUMENT TO REMAIN
T S S R AUTOMOTIVE UNDISTURBED. GENERAL CONTRACTOR SHALL PROVIDE
BT P /7 PROTECTION FROM DAMAGE AS NEEDED.
A A P . BUILOING <> EXISTING LANDSCAPING TO REMAIN. GENERAL
BT IES IR T S R CONTRACTOR SHALL MODIFY EXISTING LANDSCAPING
LTS R YT | AND ANY ASSOCIATED SPRINKLERS AS REQUIRED FOR
@_{2 e e e X " i e NS N @ NEW CONCRETE WALKWAY.
N nn - e e L R e T e B e T i <Z> EXISTING THRESHOLD AT DOOR TO BE REMOVED, C
N~ =li=li= = Isnsn=nslnsisiinsn=nsi=i=nsi=in=isli=i=nsi=i= GENERAL CONTRACTOR SHALL PROVIDE A NEW
s/ o o L AT I=HE] H SliEnElsnsnEIEiEnslsisnEN=isnsls s nEn=usnsl] THRESHOLD AS PER NEW PLAZA PLAN.
. AN .<ii= Sl=li= = ISli=n=nsnsnsissi=n=n=nsu=n=i=n=n=nsu=n=i=n=if
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L A T T T T T NS e T = T s e T T T - - - - e - T e e e I T
o AT e R e e e D e e R e O e L e A D D e P e O e BUILDING NAME:
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L e L L L T T e T T OREM, UTAH
B D D D S 1. CENERAL CONTRACTOR MUST VIIT THE SIT S0 AS 10 B CONCRETE WALKWAY
Chslisislnnsizi=n=l=n=hsil=n=n=li=n=l=l=n=l=li=n=n=i:ji=n=l=n=n=n=li=n=l=l=n=n=li=n=nsi=i=n=l=n=n=n=li=n=l=l=n=n=i=nli=i=i=n=l=n=n=n=l=n=n=l=n=n=ii FAMILIAR WITH ALL EXISTING CONDITIONS. BRING ANY IMPROVEMENTS
potisn=nsiisiisnsisn=nsisnsisnsnsisn=nsiisn=nsiisn=n=iisifnsisn=nsisn=n=isn=n=i=n=n=nsignsi s sl susnsicn=nsn snsnsi s nsnsnsnsisn=n=nsi=n=nsi=n=ns QUESTIONS OR CONCERNS TO THE ATTENTION OF THE PROJECT
| palisusnsnsnslisisnsnsisiBisisnsisinsnsisisnsisisisnsi s pisisisnsisnslsisnsisinsnslsins g snsisinsnsin=isnsnsisnsnsisinNisisnsnsisnsnsisn=nsin=ns=nsisig MANAGER FOR CLARIFICATION, FOR ADDENDUM PRIOR TO BID
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H — H N v v v N v v v v v N N N v N v v v N v v v v v N v N v N v N v :H:H:H:H:H:H:H:H% ] :H:H:
Slicii= iz e s S R T e T e e e T T e T 3. ALL SAFETY STANDARD AND REQUIRENENTS ARE THE CONCRETE WALKWAY
T v ovoe v L L L L L TR L oL S e e e T e T ' IMPROVEMENTS
L IR TN P S I T e o L UTAH VALLEY
H ] N N N N N N N N N N N N N N wlv N N N N v N N N N N N N N N wl N v N v :H:H:H:H:H:H:H:H:H:I
Sihi=i R T A T SR S T S S I SliSn=nsl=n=n=ii=i= LEDGEND STATE COLLEGE
v wvvvvvvvwvvvvvvvvvvvwvwvvW\vvwlv\vvvvvvwvvvvvvvvvvvwvvvvvawvvvvlvvvwvvvvvvv :lTJTﬂTJTlTJTﬂTJZI OREM, UTAH
WWWWWVWVWWWWWWWWWWW\VW\VW\VWWW\VW\VW\VW\VW\VW\VW\VWWW\VW\VW\VW\VW\VWWW\VW\VW\VW\VWVWWWWWWWWWW :H:H:H:H:H:H:H 80
PRV VTV NSRSV AV oS L= = TI=n=n=n =i /—<>—/-C', —— EXISTING MANHOLE COVER, RASE AS REQUIRED TO MATCH
e e T T T T AT T T = NEW DECK HEIGHT
RV TV T MR PSRN SRRARNIo < = =1 == =]
T R TR | B
W\VW\VW\VW\V\V\V 4 N2 N2 \V\U\VW\VW\VW\VW v N2 v N2 7:W:W:W:7
v v v | | v v v v v v & 14 T FHZHZHZI
v N2 N2 v v v v v ‘:H:H:
LU el
| | . VWWWVWWWVWWW :ll
| | v v v v v N I)
L N A —— 16
| | /_<>_/ MARK | DATE | DESCRIPTION
| | L ISSUE TYPE: CONSTRUCTION DOCUMENTS
@ @ @ — | ISSUE DATE: 08th June, 2007
DFCM PROJECT NO: 06131790
CAD PROJECT NO:
CAD DWG FILE:
DRAWN BY: BRIAN AND SCOTT
CHK'D BY: SCOTT
COPYRIGHT: STATE OF UTAH
o + 8 16 SHEET TITLE

e —

Utah Valley PLAZA AREA
PLAZA AREA DEMOLITION PLAN
(S)t?etﬁlcﬁltlael%e w@ @ =1 A| DEMOLITION PLAN

SHEET NUMBER

A-DP101

1 2 3 4 5 SHEET 4 OF 6




1 | P 3 | 4

PLUMBING GENERAL NOTES PLUMBING SPECIFICATIONS REFERENCE NOTES State of Utah
<> Department of Administrative Services
1. THE CONTRACTOR SHALL VERIFY ALL PLUMBING FIXTURES, EQUIPMENT REQUIREMENTS AND LOCATIONS, AND SYMBOL | DESCRIPTION /' SPECIFICATION MANUFACTURER MODEL NUMBER XS o ERCCAST CONCRETE FEATURE STRIP TO REMAN P
R Uy, H THE ARCHITECTURAL PLANS AND SPECIFICATIONS AND SHALL PROVIDE ALL DN DOWNSPOUT NOZZLE:  NICKEL BRONZE BODY AND WALL ZURN 7199-55 <3>> EXISTNG ASPHALT PAVER SYSTEM T REMAN L .
: FLANGE WITH DECORATIVE FACE AND OUTLET NOZZLE, SMITH 1770-NB-SS UNDISTURBED. Division of Facilities
2. ALL PLUMBING SHALL BE DONE IN ACCORDANCE WITH THE LATEST ADOPTED EDITION OF THE UTAH PLUMBING THREADED INLET, STAINLESS STEEL SCREEN. MIFAB R1940-83 <3>> EXISTING AREA OF LAWN/LANDSCAPING TO BE PROTECTED Construction & Management
CODE AND/OR LOCAL ORDINANCES (INTERNATIONAL PLUMBING CODE, 2006). D DECK DRAIN: ?SSX'L OR PREAPPROVED [ 1409-C2-C-R-NB DURING EONSTRUCTION. GENERAL CONTRACTOR SHALL [D 41110 S‘{{ate Office ]?luilding
REWORK /MODIFY EDGES TO MATCH NEW CONCRETE SLAB Salt Lake City, Utah 84114
3. ALL FIXTURES SHALL BE AS SPECIFIED ON PLUMBING FIXTURE SCHEDULE. TS, AT XSG LADSCARNG SPRIKIERS A ot (808’ o
4. ALL MECHANICAL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST ADOPTED EDITION OF THE UTAH NEEDED Fax: (801) 538 - 3267
MECHANICAL CODE AND/OR LOCAL ORDINANCE (INTERNATIONAL CODE, 2006). <l> NEW PLAZA DRAINAGE SYSTEM. NEW 4 ABS DRAINAGE ax: ( ) -
PIPE TO BE BURRIED AT 3'-0" MIN BELOW FINISH GRADE. D | Internet: http://www.dfcm.state.ut.us
LIGHT BOLLARD SPECIFICATIONS <5>> EXISTING MANHOLE COVER TO REMAIN UNDISTURBED. TOP
OF MANHOLE COVER TO BE ADJUSTED AS REQUIRED TO BE
Ehi%@cﬁkpgggoggo%% 10 SYMBOL | DESCRIPTION / SPECIFICATION VOLTS MANUFACTURER MODEL NUMBER FLUSH WITH NEW CONCRETE WALKING SURFACE HEIGHT.
____________ ' LD 8" ROUND x 42" HIGH REFLECTOR [BOLLARD TO HAVE MULTI TAP | BRONZELITE RF8-100MH-DB—-100W/E17—-F-MED < : > EXISTING CONCRETE COLUMN TO BE PROTECTED DURING
F -l OPTICS, SOLID CYLINDRICAL TOP BALLAST. LAMP AS PER CAMPUS] LS| VBR-IL-100-MH-CA-MT-BRZ CONSTRUCTION. GENERAL CONTRACTOR SHALL CLEAN ' |tah Valley
¢| ! ¢| REQUIREMENTS, 208V MOLDCAST CBR—42-100MH—DBZ-MTAP 3‘,{'$F’$EEEX.“="3'S%'?, /}AT-'ETE guggﬁ,;% cB%nggEQDE THAT St ¢ C 11
| | | N, SO BOLIDS 0 BE NOUIED 15 6% e, FUBISED BATS NOUUIC 10 B CODDIAED M CI7 M P o | aic LOMCEC
- : EXISTING CONCRETE STAR SYSTEM, CONCRETE WALLS,
l WITH CONCRETE INSTALLER PRIOR TO INSTALLATION CONCRETE MONUMENT AND STEEL PIPE RAILING TO BE Orem, Utah
! GENERAL CONTRACTOR SHALL PROVIDE ALL CONDUITS, BREAKERS COUPLERS, WIRE ETC AS REQUIRED FOR INSTALLATION PROTECTED FROM DAMAGE DURING CONSTRUCTION.
|
' SUPPORTS AT PIPE RAILINGS AS PER DETAIL 05ADT500.

NEW CONCRETE RAILING SUPPORTS AT BOTTOM OF STAIRS

SHALL BE FLUSH WITH TOP OF NEW WALKING SURFACE. CREATED BY: P+A architects

NEW 4" FIBER REINFORCED CONCRETE WALKWAY SYSTEM

ON 4" COMPACTED GRAVEL BASE. GENERAL CONTRACTOR i
SHALL PROVIDE SLOPE AS INDICATED. CONCRETE JOINT P;f‘ EFC_hIteACtS
TO BE LOCATED AS SHOWN. BROOM FINISH CENTER OF 8 ast Kensington Ave.

-0’ 30-0° 30-0° 30-0° EACH SECTION LEAVING A SMOOTH SURFACE OF 6" AT THE Salt Lake City, Utah 84105 II
PERMETER. P: 801.484.1161 — ==

A F: 801.485.4640 |
<:> NEW LIGHT FIXTURES, SEE ADD ALT NUMBER 1. e-mail parchitects@comcast.net

TOP OF CONGRETE SPARKS PROVIDE NEW ANODIZED ALUMINUM THRESHOLDS AT
/—@—/ FL=_AS REQ 10 MATCH /-@-/ AUTOMOTIVE DOORS.
. PROPER RISER HEIGHT BUILDING ol <> THE GENERAL CONTRACTOR SHALL NOT DRIVE HEAVY
TOP_OF CONCRETE TOP_OF CONCRETE TOP_OF CONCRETE TOP OF CONCRETE /703 EQUIPMENT OVER THE EXISTING DECKING SYSTEM. THE
EL= MATCH EXISTING EL= MATCH EXISTING 5~/ EL= MATCH EXISTING EL= G.C. T0 VERFY Ty, GENERAL CONTRACTOR SHALL BE REQUIRED TO USE
<&\ /'<> sim CRANES OR OTHER MEANS NECESSARY TO GET HEAVY
@ - + - 7 \ — - i - ; \ @ EQUIPMENT TO THE AREA OF CONSTRUCTION.

7\
N\ /_<>_/ 03 » 7 N\ — 04 N @ NEW DOWN SPOUT NOZZLE LOCATION, SEE PLUMBING C
D509/ . ==\ ~ SCHEDULE BELOW. GENERAL CONTRACTOR SHALL BE
sim. - / e\ » 07509 1. N TECIT_O'Z A%gncER)%TSETIN . REQUIRED TO CORE DRILL THROUGHT EXISTING CONCRETE
TOP OF CONCRETE , I . — | WALL TO LOCATE NEW DOWN SPOUT NOZZLE.

EL= MATCH EXT. Il <> <3> GENERAL CONTRACTOR SHALL PATCH PREVIOUS DRAIN } H H
ﬁ“ s e ! il M SPOUT HOLE LOCATION. GENERAL CONTRACTOR SHALL architecture planning design
PATCH WITH NON-SHRINK GROUT.

30'-0"

\
OF NEW PIPE BOLLARDS. LIGHT BOLLARDS SHALL CONNECT THROUGHT TIMECLOCK AND PHOTOCELL. PHOTOCELL ENABLE/TIMECLOCK OFF. GENERAL CONTRACTOR SHALL PROVIDE NEW CONCRETE
I
I
I
I
I
I
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/1

LOOSE
CENTER

CONTRACTOR WILL NEED TO BURY NEW ELECTRICAL
CONDUIT UNDER EXISTING LANDSCAPING. BURIED CONDUIT UTAH VALLEY

DISTANCE IS APPROX.. 30°-0". GENERAL CONTRACTOR STATE COLLEGE

\ 8> I il
| ‘ MAH; w I V> SHALL REPLACE LANDSCAPING BACK TO ITS ORIGINAL

E&H | v | il f%ﬁ DASHED LNE INDCATES LOCATON WERE GENERAL BUILDING NAME:

30'-0"

[ | ) FINISH. OREM, UTAH
| . CONCRETE WALKWAY
IMPROVEMENTS

@ EXISTING CONCRETE TUNNEL WALL

®

A )
7 typ. 0 GENERAL CONTRACTOR SHALL PROVIDE AN EXPANSION
— - i TRE mv' i ADTE00 — ADT500 e 00 » ‘ JOINT AT THE PERIMETER OF STAIRS, SEE DETAIL

Ny, Tty TOP_OF CONCRETE 04/ADT500 _
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TOP_OF CONCRETE
EL.= XXX
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<5 GENERAL NOTES

PROJECT TITLE:
GENERAL CONTRACTOR MUST VISIT THE SITE SO AS TO BE
FAMILIAR WITH ALL EXISTING CONDITIONS. BRING ANY
QUESTIONS OR CONCERNS TO THE ATTENTION OF THE PROJECT CONCRETE WALKWAY
TOP OF DECK DR}AIN MANAGER FOR CLARIFICATION, FOR ADDENDUM PRIOR TO BID IMPROVEMENTS
EL= MINUS 1-3/4" OPENING. NO ALLOWANCES WILL BE MADE FOR CONDITIONS
THAT ARE CLEARLY VISIBLE. UTAH VALLEY

;:%:j 2. GENERAL CONTRACTOR SHALL WORK WITH LOCAL LEADERSHIP STATE COLLEGE

5

S

OF FINISHED CONCRETE OF FINISHED CONCRETE
AT BASE OF STAIRS AT BASE OF STAIRS

\ ' B B I I /
TOP OF CONCRETE TOP OF CONCRETE 103 TOP OF CONCRETE L3 TOP OF CONCRETE
EL= GC. T0 VERIFY EL= MINUS 3’ BELOW FEIGHT 07509/ EL= MINUS 3" BELOW HEIGHT D500 EL= MATCH EXISTING

typ

</ </ </

ON SCHEDULING TO INSURE CONTINUED USE OF THE BUILDING OREM, UTAH
NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE SHALL

HAVE ACCESS TO THE BUILDING WITHOUT PRIOR AUTHORIZATION.

\ADT509) 3. ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
- RESPONSIBILITY OF THE CONTRACTOR. B

30'-0"

4. COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND
RECOMMENDATIONS.

S\

TOP_OF CONCRETE]
EL.= XXX

TOP_OF CONCRETE 5. FIELD VERIFY ALL DIMENSIONS PRIOR TO ORDERING ANY
4“ MATCH EXISTING MATERIALS, VERIFY EXISTING CONDITIONS AND DIMENSIONS. DO

NOT SCALE DRAWINGS FOR QUANTITIES.
4@
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DIVISION 3 AND 4 — STRUCTURAL
GENERAL REQUIREMENTS
. GENERAL:

B. CONTRACTOR SHALL COMPARE ALL DIMENSIONS AND CONDITIONS
ON CONTRACT DOCUMENTS AND AT THE SITE. ANY OMISSION OR
CONFLICT SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT/ENGINEER. IN CASE OF ANY CONFLICT FOLLOW THE
MOST STRINGENT REQUIREMENT AS DIRECTED BY
ARCHITECT/ENGINEER.

2. DESIGN CRITERIA:

A.  BUILDING CODE: 2006 INTERNATIONAL BUILDING CODE (IBC) W/
DFCM AMENDMENTS

3. CONCRETE:

A.  ALL MATERIALS SHALL COMPLY WITH ACl 318 AND ACI 347
PUBLICATIONS AND APPLICABLE ASTM PUBLICATIONS.

B.  CONCRETE MATERIAL PROPERTIES: 28-DAY COMPRESSIVE
STRENGTHS ARE TO BE 3000 PSI TYPICAL UNLESS NOTED
OTHERWISE.

C. ALL CAST IN PLACE CONCRETE SHALL BE FIBER REINFORCED

D. CAST IN PLACE CONCRETE:

1.

2.

SPACING OF CONSTRUCTION JOINTS OR CONTROL JOINTS
AS SHOWN ON DRAWINGS

PROVIDE EXTRA REINFORCING AROUND ALL OPENINGS
EXCEEDING 24 INCHES SQUARE OR ROUND IN ALL SLABS
AND WALLS EQUAL TO TWO #5 BARS ON FOUR SIDES AND
EXTEND TWO FEET BEYOND THE OPENING.

PROVIDE A 3/4" CHAMFER ON ALL EXPOSED CORNERS OF
CONCRETE UNLESS NOTED OTHERWISE.

PROVIDE CLASS B LAP SPLICES FOR ALL REINFORCING
UNLESS NOTED OTHERWISE.

PROVIDE ISOLATION JOINTS AROUND ALL COLUMNS AT ALL
EXPOSED SLAB ON GRADE AREAS.

4. STRUCTURAL AND MISCELLANEOUS STEEL:
A.  MATERIAL PROPERTIES:

3. SQUARE OR RECTANGULAR TUBES TO BE ASTM A 500,
GRADE B, Fy = 46 KSI.
4.  ALL STEEL TO BE DETAILED, FABRICATED AND ERECTED
IN ACCORDANCE WITH A.LS.C. SPECIFICATIONS, LATEST
ADOPTION.
B.  WELDING:
1. FOR STRUCTURAL STEEL TO BE IN ACCORDANCE WITH
A.W.S. REQUIREMENTS FOR E70XX ELECTRODES.
C. BOLTS:
1. ALL BOLTS TO BE 3/4" DIAMETER ASTM A 325-N UNLESS
NOTED OTHERWISE.
2. BOLTS, NUTS AND WASHERS SHALL NOT BE REUSED.
3. ANCHOR BOLTS SHALL BE ASTM A 307 OR A 36.

2

DIVISION 16 — ELECTRICAL
GENERAL REQUIREMENTS

GENERAL CONDITIONS: THE GENERAL CONDITIONS,
SUPPLEMENTARY GENERAL CONDITIONS, SPECIAL
CONDITIONS, ALTERNATES AND ADDENDA, APPLICABLE
DRAWINGS AND TECHNICAL SPECIFICATIONS SHALL APPLY
TO ALL WORK UNDER THIS DIVISION.

STATE LICENSED CONTRACTOR — THE CONTRACTOR SHALL
HAVE A CURRENT STATE ELECTRICAL CONTRACTING
LICENSE.

SCOPE

THE WORK COVERED BY THESE DOCUMENTS CONSISTS OF
FURNISHING ALL LABOR, MATERIALS, EQUIPMENT,
SUPERVISION AND SERVICES NECESSARY TO FILL THE
INTENT AND PURPOSE OF THE ELECTRICAL WORK SHOWN
ON THE DRAWINGS AND HEREINAFTER SPECIFIED. ITEMS
OMITTED FROM EITHER THE DRAWINGS OR SPECIFICATIONS,
BUT SHOWN OR DESCRIBED IN THE OTHER, AND/OR ALL
ITEM NECESSARY MAKE THE ELECTRICAL SYSTEM COMPLETE
AND WORKABLE SHALL BE UNDERSTOOD TO FORM A PART
OF THE WORK.

MATERIALS AND WORKMANSHIP

ALL MATERIALS AND EQUIPMENT FURNISHED AND
INSTALLED SHALL BE OF THE HIGHEST QUALITY, NEW AND
MEET THE STANDARDS OF NEMA, IPCEA, LS, UL, NFPA,
UBS, OSH, NEC, AND SHALL BEAR THEIR LABEL WHEREVER
STANDARDS HAVE BEEN ESTABLISHED AND LABEL SERVICE
IS AVAILABLE. WHERE MATERIALS AND EQUIPMENT ARE
SPECIFIED BY MANUFACTURER'S NAME, THE TYPE AND
QUALITY REQUIRED IS THEREBY DENOTED. THE ARCHITECT
SHALL BE AFFORDED EVERY FACILITY DEEMED NECESSARY
TO INSPECT AND EXAMINE THE MATERIALS AND
APPARATUS BEING INSTALLED TO PROVE THEIR QUALITY,
SKILL AND COMPETENCY OF WORKMANSHIP.

CODES— REGULATION AND PERMITS

IN THE INSTALLATION OF THIS WORK, COMPLY WITH THE
REQUIREMENTS OF THE LAWS, ORDINANCES AND RULES OF
THE STATE AND NATIONAL BOARD OF FIRE UNDERWRITERS,
THE NATIONAL ELECTRICAL CODE, AND THE RULES AND
REGULATIONS OF LOCAL ORDINANCES.

IF A CONFLICT OCCURS BETWEEN THESE RULES AND
DOCUMENTS, THE RULES ARE TO GOVERN. THE
CONTRACTOR ACCEPTS THIS RESPONSIBILITY UPON
SUBMITTING HIS BID, AND NO EXTRA CHARGE WILL BE
ALLOWED AFTER THE ELECTRICAL CONTRACT IS AWARDED.
THIS SHALL NOT BE CONSTRUED AS RELIEVING THE
CONTRACTOR FROM COMPLYING WITH ANY REQUIREMENTS
OF THE PLANS OR SPECIFICATIONS WHICH MAY BE IN
EXCESS OF REQUIREMENTS OF THE HEREIN MENTIONED
RULES AND NOT CONTRARY TO SAME. ALL MATERIALS
AND EQUIPMENT INSTALLED, INCLUDING LIGHTING FIXTURES,
SHALL HAVE BEEN TESTED AND APPROVED BY
UNDERWRITER'S LABORATORY AND SHALL BE SE LABELED,
UNLESS OTHERWISE APPROVED BY THE ARCHITECT.

ARCHITECTURAL AND MECHANICAL DOCUMENTS ARE
CONSIDERED A PART OF THE ELECTRICAL DOCUMENTS
INSOFAR AS THEY APPLY, AS IF REFERRED TO IN FULL.

SINCE THE DRAWINGS OF THE FLOOR INSTALLATION ARE
MADE AT A SMALL SCALE, DEVICES, EQUIPMENT, ETC., ARE
INDICATED ONLY IN THEIR APPROXIMATE LOCATION, UNLESS
DIMENSIONED. LOCATE APPARATUS SYMMETRICALLY ON
FLOORS, AND WALL WHERE NOT DIMENSIONED, AND
COORDINATE SUCH LOCATIONS WITH WORK OF OTHER
TRADES TO PREVENT INTERFERENCES. ALL DIMENSIONS ON
THE JOB SHALL BE VERIFIED. DO NOT SCALE THE
DRAWINGS, BUT REFER TO THE ARCHITECTURAL AND
MECHANICAL DRAWINGS FOR DIMENSIONS.

UPON COMPLETION OF THE INSTALLATION, FURNISH A SET
OF "RECORD" DRAWINGS TO THE ARCHITECT CLEARLY
MARKED WITH THE CHANGES AUTHORIZED DURING
CONSTRUCTION.  ALSO SUBMIT WARRANTIES, OPERATION
AND MAINTENANCE DATA ON ALL ITEMS OF EQUIPMENT.

STORAGE AND PROTECTION OF MATERIALS

PROVIDE STORAGE SPACE FOR MATERIALS AND APPARATUS
AND ASSUME COMPLETE RESPONSIBILITY FOR ALL LOSSES
DUE TO ANY CAUSE WHATSOEVER. IN NO CASE SHALL
STORAGE INTERFERE WITH TRAFFIC CONDITIONS IN ANY
PUBLIC THOROUGHFARE OR CONSTITUTE A HAZARD TO
PERSONS IN THE VICINITY. PROTECT COMPLETED WORK,
WORK UNDERWAY, AND APPARATUS AGAINST LOSS OR
DAMAGE.

SHOP DRAWINGS

SHOP OR DETAIL DRAWINGS SHALL BE SUBMITTED IN
QUADRUPLE TO THE ARCHITECT PRIOR TO INSTALLATION OF
ANY EQUIPMENT WHEN SHOP DRAWINGS ARE REQUIRED, AS
HEREINAFTER SPECIFIED.

CONTRACTOR SHALL PREPARE AND SUBMIT ANY DETAIL
DRAWINGS AT ANY TIME SUCH DRAWINGS ARE DEEMED
NECESSARY BY THE ARCHITECT AND SHALL OBTAIN
WRITTEN APPROVAL OF SAME BEFORE PROCEEDING WITH
THE INSTALLATION OF THE WORK.

SHOP DRAWINGS SHALL BE SUBMITTED IN PROPERLY
BOUND AND INDEXED BROCHURES. LIGHTING FIXTURE
BROCHURE'S SHALL INCLUDE FIXTURE TYPE NUMBERS,
MANUFACTURER, AND CATALOG NUMBERS. SPECIAL
FEATURES NOT NORMALLY INCLUDED AS STANDARD, SHALL
BE LABELED.

IESTING

CONTRACTOR SHALL TEST THE SYSTEM IN THE PRESENCE
OF THE PROJECT MANAGER OR HIS DESIGNATED
REPRESENTATIVE, AND DEMONSTRATE ALL EQUIPMENT AS
WORKING AND OPERATING. ALL GROUNDINGS, OPENS,
SHORTS OR OTHER DEFECTS SHALL BE RECTIFIED AT NO
EXTRA COST TO THE OWNER BEFORE ACCEPTANCE AND
PAYMENT.

GUARANTEE

THE ENTIRE ELECTRICAL SYSTEM INSTALLED UNDER THIS
CONTRACT SHALL BE LEFT IN PROPER WORKING ORDER
AND BE IN COMPLIANCE WITH THE DRAWINGS,
SPECIFICATIONS AND/OR AUTHORIZED CHANGES TO THE
SATISFACTION OF THE OWNER'S REPRESENTATIVE.

WITHOUT ADDITIONAL CHARGE, REPLACE ANY WORK OR
MATERIALS WHICH DEVELOP DEFECTS, EXCEPT FROM
ORDINARY WEAR AND TEAR, WITHIN ONE YEAR FROM THE
DATE OF FINAL ACCEPTANCE. A WRITTEN GUARANTEE
COVERING THE ABOVE PROVISIONS SHALL BE SIGNED AND
DELIVERED TO THE ARCHITECT AFTER THE PROJECT HAS
FINAL ACCEPTANCE BY THE INSPECTING AUTHORITY.

TEMPORARY FACILITIES

PROVIDE, FOR USE OF OTHER TRADES DURING
CONSTRUCTION PERIOD, REQUIRED TEMPORARY ELECTRICAL
POWER, COMPLETE WITH REQUIRED MAIN BREAKER, SWITCH
PANEL, METER, POLES, CONDUCTORS, ETC. SEE DIVISION 2.
AT COMPLETION OF WORK, OR WHEN SO ORDERED BY
ARCHITECT OR CONTRACTOR, REMOVE FROM SITE ALL
PARTS OF TEMPORARY ELECTRICAL SERVICES, LEAVING NO
DISCERNIBLE SCARS. CONTRACTOR MAY CONNECT AND
USE LIGHTING FIXTURES AS DESIGNATED BY ARCHITECT FOR
LIGHTING DURING CONSTRUCTION. REPLACE BULBS AND
OTHER PARTS OF LIGHTING FIXTURES DAMAGES OR BURNED
OUT DURING SUCH USE AT COMPLETION OF WORK AT NO
ADDITIONAL COST TO OWNER.

SYSTEMS

ELECTRICAL SUBCONTRACTOR SHALL VERIFY EXISTING
ELECTRICAL SYSTEM AND VERIFY THAT IT WILL BE
COMPATIBLE WITH THE LIFT AS PROVIDED BY THE GENERAL
CONTRACTOR

CROUNDING

THE NEUTRAL CONDUCTOR AND CABINET, CONDUITS,
APPLIANCES, EQUIPMENT, MOTOR FRAMES, AND MOTOR
BASES, ETC., SHALL BE BONDED TO THE GROUNDING
SYSTEM IN ACCORDANCE WITH REQUIREMENTS OF THE
NATIONAL ELECTRIC CODE.

CONDUIT SYSTEMS

ELECTRICAL METALLIC TUBING SHALL BE USED WHERE
SIZES 4" AND SMALLER ARE REQUIRED, EXCEPT WHERE
INSTALLED IN EARTH, CONCRETE SLABS ADJACENT TO
EARTH, OR IN LOCATIONS WHERE SUBJECT TO MECHANICAL
INJURY. IN ALL SUCH CASES, POLYVINYL CHLORIDE
CONDUIT SHALL BE USED. TUBING MAY BE USED IN
SLABS ABOVE GRADE LEVEL.

AT COMPLETION OF WORK, OR WHEN SO ORDERED BY
ARCHITECT OR CONTRACTOR, REMOVE FROM SITE ALL
PARTS OF TEMPORARY ELECTRICAL SERVICES, LEAVING NO
DISCERNIBLE SCARS. CONTRACTOR MAY CONNECT AND
USE LIGHTING FIXTURES AS DESIGNATED BY ARCHITECT FOR
LIGHTING DURING CONSTRUCTION. REPLACE BULBS AND
OTHER PARTS OF LIGHTING FIXTURES DAMAGES OR BURNED
OUT DURING SUCH USE AT COMPLETION OF WORK AT NO
ADDITIONAL COST TO OWNER.

SYSTEMS

ELECTRICAL SUBCONTRACTOR SHALL VERIFY EXISTING
ELECTRICAL SYSTEM AND VERIFY THAT IT WILL BE
COMPATIBLE WITH THE LIFT AS PROVIDED BY THE GENERAL
CONTRACTOR

CROUNDING

THE NEUTRAL CONDUCTOR AND CABINET, CONDUITS,
APPLIANCES, EQUIPMENT, MOTOR FRAMES, AND MOTOR
BASES, ETC., SHALL BE BONDED TO THE GROUNDING
SYSTEM IN ACCORDANCE WITH REQUIREMENTS OF THE
NATIONAL ELECTRIC CODE.

CONDUIT SYSTEMS

ELECTRICAL METALLIC TUBING SHALL BE USED WHERE
SIZES 4" AND SMALLER ARE REQUIRED, EXCEPT WHERE
INSTALLED IN EARTH, CONCRETE SLABS ADJACENT TO
EARTH, OR IN LOCATIONS WHERE SUBJECT TO MECHANICAL
INJURY. IN ALL SUCH CASES, POLYVINYL CHLORIDE
CONDUIT SHALL BE USED. TUBING MAY BE USED IN
SLABS ABOVE GRADE LEVEL.

INTERMEDIATE METALLIC TUBING SYSTEMS SHALL UTILIZE
RAIN TIGHT COMPRESSION CONNECTORS OR SET SCREW
TYPE FITTINGS THROUGHOUT. CRIMPON INDENTER TYPE
FITTINGS WILL NOT BE ACCEPTABLE. PRECAUTION SHALL
BE EXERCISED TO PREVENT ACCUMULATION OF WATER,
DIRT, OR CONCRETE IN THE CONDUITS DURING THE
EXECUTION OF THE WORK.

CONDUITS IN WHICH WATER OR FOREIGN MATTER HAS BEEN
PERMITTED TO ACCUMULATE SHALL BE THOROUGHLY
CLEANED OR THE CONDUIT RUNS REPLACED WHERE SUCH
ACCUMULATION CANNOT BE REMOVED BY METHODS
APPROVED BY THE ARCHITECT. NO WIRE SHALL BE
INSTALLED UNTIL WORK WHICH MIGHT CAUSE DAMAGE TO
THE WIRE OR CONDUIT HAD BEEN COMPLETED. CONDUIT
WHICH HAS BEEN CRUSHED OR DEFORMED IN ANY MANNER
SHALL NOT BE INSTALLED. CONDUIT RUNS SHALL BE
KEPT A MINIMUM DISTANCE OF 6 INCHES FROM HOT WATER
AND STEAM PIPES.

CONDUIT, TUBING, AND BOXES SHALL BE SUPPORTED IN AN
APPROVED MANNER BY MEANS OF EXPANSION SHIELDS OR
EMBEDDED SUPPORTS IN CONCRETE OR SOLID MASONRY,
TOGGLE BOLTS ON HOLLOW MASONRY UNITS, WOOD
SCREWS ON WOOD AND METAL SCREWS ON METAL.
WOODEN PLUGS INSERTED IN CONCRETE OR MASONRY
UNITS SHALL NOT BE USED AS A BASE FOR FASTENING
CONDUITS, TUBING, BOXES, CABINETS, ETC.

ALL RACEWAYS 3/4" AND LARGER SHALL UTILIZE 0Z TYPE
"A" INSULATING BRUSHING AT CABINET AND OUTLETS.
RACEWAY ENTERING OUTLETS OF CABINETS SHALL HAVE
DOUBLE LOCK NUTS APPLIED FOR GROUNDING PURPOSES

AND THEN INSULATING BRUSHING APPLIED OVER LOCK NUT.
ALL EMPTY CONDUITS SHALL HAVE A 200 POUND NYLON

PULL WIRE.
CONDUCTORS

CONDUCTORS FOR FEEDERS AND BRANCH CIRCUITS,
UNLESS NOTED OTHERWISE, SHALL BE COPPER.
INSULATION SHALL BE TYPE THW. NEUTRAL CONDUCTORS
SHALL BE THE SIZES INDICATED ON THE RISER DIAGRAM.

PHASE A - BLACK

PHASE B — RED
NEUTRAL - WHITE
GROUND — GREEN

DWG

o\ SEC.

OUTSIDE WALL, SEE
ARCHITECTS DWGS. \

CAULK WEATHER ,
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NICKLE BRONZE

DOWNSPOUT NOZZLE
gDN% WITH STAINLESS
TEEL BIRD SCREEN

DOWNSPOUT%-

WALL FLANGE
BOLTED TO WALL .

/

I

DECK_DRAIN
/ LEADER.

CORE DRILL
EXISTING MASONRY WALL.

EXISTING VERTICAL HANDRAILING
SUPPORT, GENERAL CONTRACTOR AN
SHALL TOUCH UP PAINT B

INFILL W/ EXTERIOR GRADE PROVIDE A STAINLESS
NON-SHRINK GROUT, "POP-ROCK ngFl’.:EELRzIIII?IﬁGSLEVE AT
ANCHORING COMPOUND™

BROOM FINISHED
CONCRETE SLAB, SEE
DRAWING A-NP102.

7%
1/2"MIN.

7\ STAIR PIPE RAILING DETAIL

DWG

DT500/ SCALE  N.T.

9-1

BROOM FINISHED

CONCRETE SLAB, SEE
DRAWING A-NP102.

NOZZLE AT WALL

\ADT50(/ SCALE

9-1
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ONCRETE STAR RISER
p» WHERE OCCURS, SEE
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